
Sanitary Metal Refrigerator 
and Cold Storage Equipment 


Since its founding in 1928, the EASTERN 
STEEL RACK COMPANY has at all times 
manufactured the finest in standardized 
refrigerator, display, mobile service and 
storage equipment. Our continuous engi¬ 
neering and development program has 
resulted in equipment that is unexcelled in 
utility, efficiency, durability and economy. 


Our representatives are located in princi¬ 
pal cities throughout the country, as listed 
on the back cover, and they as well as our 
engineering staff, are available at all times 
for consultation without obligation. 


For more complete product information 
please write for our general catalogue. 


MOBILITY FOR UP-TO-DATE FOOD HANDLING EFFICIENCY 



l ‘Rigidform” Shelving Truck 
Model 5701 



EASTERN STEEL RACK CO. BOSTON 25, MASSACHUSETTS 








































































STANDARD SELF-SUPPORTING RACKS 



Double Section Rack 



Rigidform Shelving Truck 
Model 5501 


Bumpar ESP. 5-1 SO 



Brat* Ca*t*r No. 5-115-2 
5" Oi*. 2" Wid. 

500 lbs. Load. 
"No-Rat" Whaal. 


description 

EASTERN Self-Supporting Racks are capable of 
carrying heavy loads without being fastened to the 
floor, wall or ceiling. They are furnished in a wide 
range of lengths, any number of tiers high, and in 
widths to the customer’s specifications. The shelves 
are vertically adjustable and removable, and addi¬ 
tional tiers and sections may be added at any time. 
The adjustability of the shelves eliminates the need 
for shims under the posts in cases where the floor 
slopes. 

specifications 

The Shelves shall be constructed of l" wide, #12 
gauge thick steel slats which are rounded and cham- 
ferred, spaced l" aaprt, and flush riveted on IV 2 " 
x 1 W" x Vs " extra hard high carbon steel angle 
frames. For shelves 5'-6" long, or longer, the frames 
shall be made of 2" x 1VV" x Vs" angle. Each 



“Rigidform” Shelving Truck 
Model 5601 


corner of the frame shall be welded and rigidly re¬ 
inforced with a malleable iron wedge-type corner 
bracket. These corner brackets shall fit tightly in 
malleable iron wedge-type support brackets which 
are mounted on the posts, and locked in position by 
means of set screws. The posts shall be 1 5/16" o.d. 
high carbon steel tubing, fitted with cast semi-steei 
self-leveling floor flanges and ornamental acorn tops. 
The finish shall be hot dipped galvanized after 
fabrication. The shelves shall be vertically adjustable, 
and removable for easy cleaning. No bolts, nuts, or 
other fasteners shall be used for erection. For heavy 
duty construction it is recommended that 1 11/16" 
o.d. High Carbon steel posts be substituted for the 
1 5/16" o.d. posts mentioned above. 

Where shelves are two tiers high or less, or where 
overhead baffles are used it is recommended that 
the rear posts be expanded to the ceiling with Eastern 
Spring Expansion Fittings. 


MOBILE SHELF TRUCKS 

Shelving on wheels and mobile display racks and 
trucks have been adapted to a variety of uses in 
food handling. 

These racks are particularly popular because of: 

1. Easy Cleaning — The entire rack can be easily 
rolled to the wash area for cleaning and with 
the racks out of the way, the refrigerator itself 
is easily cleaned. 

2. Easy Loading Accessibility — The rack can be 
moved at will and loaded from all four sides. 

3. Elimination of Secondary Loading — The rack 
can be loaded in the delivery area, stored in 
the refrigerator and then wheeled to the kitchen 
or other department for food processing. This 
saves double handlings. 

The special ESR casters are specifically designed for 
the load requirements and give quiet travel with 
exceptional mobility. 

All racks can be furnished either in stainless steel 
or in steel hot dipped galvanized after fabrication. 
These racks are also most suitable for use as pot and 
pan racks. Individual specification sheets, for various 
models, available on request. 





MEAT RAIL RACKS 

description 

Meat Rail Racks are furnished with posts expanded 
to ceiling with EASTERN SRING EXPANSION FITTINGS 
and floor flanges. Brackets mounted on posts are 
vertically adjustable permitting any desired spacing 
The standard bracket projections are Close, 3", 6 
9", 12". 

specifications 

Meat Rail Racks (when not fastened directly to the** * 
wall) shall be furnished with posts expanded to ceil¬ 
ing with semi-steel dirt proof spring expansion 
fittings. Brackets shall be of pressed steel and shall 
be easily adjustable and removable. Rails shall be 
steel bar and Meat Hooks shall be steel with a tinned 
finish. Finish except for hooks shall be hot dipped 
galvanized after fabrication. 

It is recommended for low ceilings and normal loads 
that 1 5/16" o.d. High Carbon steel posts and 1 W" 
x Vs" rails be used: for high ceilings and heavy loads 
1 1 l/l6" o.d. High Carbon steel posts and 2" x Vs " 
rails should be used. Hooks are available in light 
(5/16"), medium ( 3 /s"), heavy (7/16"), and extra 
heavy (V 2 ") sizes. Brackets are available in projec¬ 
tions of close, 3", 6", 9", and 12". 



c: 


Expansion Post Type 
Rail Rack 







































































































EASTERN SPRING EXPANSION FITTING 




SINGLE POST RACKS 


description 

Racks of single post construction find greatest use 
where narrow space limirs shelving widths. Space 
economy and cost savings are the important 
factors in determining the use of single post con¬ 
struction. This construction requires supporting 
Josts expanded and rigidly secured to the ceiling 
by means of Eastern Spring Expansion Fittings. 
The need for bolt fastening is eliminated. The 
shelving is set solidly on studded brackets, and is 
vertically adjustable and easily removable for 
cleaning without disturbing the supporting posts. 
Sectional lengths of shelving are constructed to 
suit load requirements. The single post construc¬ 
tion lends itself readily to L and U shaped ar¬ 
rangements, as illustrated, allowing greater space 
savings where the shelving lines walls in very 
narrow areas. 



specifications 

The shelves shall be constructed of l" wide, 12 
gauge thick steel slats which are rounded and 
chamferred, spaced l" apart, and flush riveted 
on 1 Vs" x 1 Vi" x Vs" extra hard high carbon 
steel angle frames. For shelves 5 -6 " long, or 
longer, the frames shall be made of 2" x 1 Vs" x 
V* angle. Each corner of the frame shall be 
welded. The shelf shall fit on studded brackets 
which are mounted on the posts, and locked in 
position by means of set screws. The posts shall 
be high carbon steel tubing, 1 5/16" o.d. for 
ceilings up to 7*- 0" in height and 1 11/16" o.d. 
for greater ceiling heights. The posts shall be 
fitted with two-way cast semi-steel expansion 
fittings and cast semi-steel self-leveling floor 
flanges. The finish shall be hot dipped galvanized 
after fabrication. The shelves shall be vertically 
adjustable, and removable for easy cleaning. No 
bolts, nuts, or other fasteners shall be used for 
erection. 


RIGIDFORM STAINLESS STEEL RACKS 



description 

The standard self supporting racks and single post 
racks, as described on the opposite page, are also 
available in stainless steel. In addition Eastern 
now offers the Rigidform Stainless Steel Rack with 
pressed stainless steel shelves. The Eastern Rigid- 
Arm Shelf is made of a single sheet of stainless 
steel, double flanged on all sides, rigidly em¬ 
bossed with no overlaps or obstructions to inter¬ 
fere with maintenance or cleaning. All shelves 
are vertically adjustable and removable for easy 
cleaning. 

specifications 

The Rigidform shelf shall be press formed from a 
single sheet of #14 ga., Type 18-8 stainless steel. 
The sheet shall be flanged down 1 V?" on all four 
sides and hemmed back full depth and Vs" 
horizontally so that all flanges are double mate¬ 
rial thickness. The shelf shall be slotted 1 */ 4 " on 



centers, and the sides and ends of the slots shall 
be drawn down at an angle of 45° from the 
surface so as to give an equal depth of draw 
all around. Each corner of the shelf shall be 
welded, ground and polished, and rigidy rein¬ 
forced with a CRM wedge-type corner bracket. 
These corner brackets shall fit tightly in stainless 
steel wedge-type support brackets which are 
mounted on the posts, and locked in position by 
means of stainless steel set screws. The posts 
shall be 1 5/16" o.d. stainless steel tubing, 
fitted with stainless steel self-leveling floor flanges 
and stainless steel ornamental tops. The shelves 
shall be vertically adjustable, and removable for 
easy cleaning. No bolts, nuts or other fasteners 
shall be used for erection. 

All shelves shall be shipped with a peelabie 
coating to protect the polished finish. All post 
brackets shall be of stainless steel, die cast to 
meet ASTM Specification A296-49T-CF-8. Ail 
equipment shall be polished after fabrication. 


This detail shows the 14 gauge metal flanged down lVa", 
and hemmed back full depth end Va" horizontally. It also 
shows the Rigidform slots, which are spaced 1 3 / 4 " on 
centers. The corner of the shelf is rigidly reinforced with a 
wedge-type corner bracket into which the post bracket fits. 
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-Wedge Type Corner Bracket 


This detail shows the #14 gauge metal flanged down 1 Vj", 
and hemmed back full depth and Vt" horizontally. It also 
shows the Rigidform-F slots, which are spaced l 3 / 4 " on 
centers, and the flat surface between slots. The corner of 
the shelf is rigidly reinforced with a wedge-type corner 
bracket into which the post bracket fits. 

The specifications for Rigidform-F construction are the same 


slots shall be drawn down at an angle of 90° from the 
surface so as to give an equal depth of draw all ar< 

The surface between the slots shall be flat.” 


description: 

Assembled complete in one unit — the working parts of the 
SPRING EXPANSION FITTING are fully enclosed and pro¬ 
tected from dirt and dust. This Eastern fitting has been 
especially designed to be a true 2-way expansion joint. Its 
use permits the very economical construction of single post 
supported equipment. Posts expanded beween floor and 
ceiling require absolutely no bolts for fastening or lagging. 
The economy it affords in moving and reassembling rack 
structures with a minimum of labor is an important cost 
saving factor. 

specifications: 

Spring Expansion Fittings shall be of cast semi-steel single 
unit construction fully enclosed and dirt-proof. The fittings 
shall be fastened rigidly to posts by means of set-screws. 
This shall be a two way expansion fitting. All parts hot 
dipped galvanized finish. 

Standard Slatted Shelf 
and Support Construction Detail 
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FLUSH RIVETED 



114 x l V 2 x '/• H.C. Steel Angle Frames for shelves up to 
S'-6'’ & 2 x 1 Vi x */• H.C. Steel Side Angle Frames for 
shelf lengths from 5'-6'’ to 7’-0". - 


Construction This c * etai * s ^ ows the shelf welded 
in the corners, the flush riveted 
detail slats, and the assembly of the 

wedge type malleable iron corner bracket. The tapered lug 
on the post bracket wedges into the corner bracket, locking 
the entire assembly sturdily in place. 



Rigidform 

Self Supporting Rack 

Rigidform F Shelf 
Construction Detail 
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DRY STORAGE EQUIPMENT 


Where there are special re¬ 
quirements, Eastern builds 
solid type shelf racks on 
angle iron uprights to spec¬ 
ification. In the illustrated 
rack, the stepped construc¬ 
tion provides a counter from 
which articles may be 
conveniently distributed. 



POT AND PAN RACKS 


MODEL PR631 Welded 
tubular shelves — tubular 
uprights — adjustable 
bullet feet. 





MODEL PR641 Solid 
Marine Edge Shelf — 
tubular uprights — 
swivel casters. 


Vermin Proof Dry Storage 
Bins are used extensively for 
the storage of vegetables and 
other loose items which can¬ 
not be conveniently stored on 
regular shelving. The bins 
tilt forward when opened to 
allow for easy access. Units 
can be supplied with bins 
of various sizes and in vari¬ 
ous arrangements. 


OTHER PRODUCTS 

STAINLESS STEEL AND GALVANIZED STORAGE EQUIPMENT • MOBILE SHELVING 
AND PLATTER RACKS • PASTRY AND OYSTER RACKS • FROZEN FOOD STORAGE 
LOCKERS • PALLET STORAGE RACKS • FLOWER HOUSE RACKS • COLD STORAGE 
DOOR HARDWARE FOR COOLER, FREEZER AND VESTIBULE DOORS • SUPER MARKET 
DISPLAY EQUIPMENT — PANS — TRAYS — PLATTERS FOR SPECIAL USES • STEEL 
PRODUCTS FABRICATED TO SPECIFICATIONS. 







ATLANTA, GEORGIA 
R. Lamar Manley 
1301 Spring Street, N.W. 
Atlanta 9, Georgia 
Trinity 5-8755 

BOSTON, MASSACHUSETTS 
Carl R. Peterson 
P. O. Box 444 
Sharon, Mass. 

Sunset 4-2405 

CHICAGO, ILLINOIS 
Paul E. Dempsey 

500 So. Throop St. 
Chicago 7, Illinois 

Monroe 6-4725 

CINCINNATI, OHIO 

Elmer J. Rieke & Assoc. 

501 Stanley Avenue 
Cincinnati 26, Ohio 

East 1-3403 


CLEVELAND, OHIO 
William R. Rieke 
6796 Parma Park Blvd. 
Cleveland 30, Ohio 
Victory 2-0198 

DALLAS, TEXAS 
Norval A. Dahl 
Raleigh W. Johnson & Co. 
3226 San Vicente Avenue 
Dallas 28, Texas 
Broadway 9-2550 

DENVER, COLORADO 
Step Sales Agency 
1326 Santa Fe Drive 
Denver 4, Colorado 
Main 3-5746 

DETROIT, MICHIGAN 
Elmer J. Rieke & Assoc. 

501 Stanley Avenue 
Cincinnati 26, Ohio 
East 1-3403 


REPRESENTATIVES 


HOUSTON, TEXAS 

Raleigh W. Johnson & Co. 
3801 Richmond Avenue 
P. O. Box 22022 
Houston 27, Texas 
Mohawk 7-9343 

LOS ANGELES, CALIFORNIA 
Darrell Stage 
3120 Kelton Avenue 
Los Angeles 34, California 
Granite 3-2450 

MIAMI BEACH, FLORIDA 
S. H. Sternberg 
2149 Bay Drive 
Normandy Island 
Miami Beach, Florida 
Union 6-1322 

NEW YORK CITY, NEW YORK 
Fred Seufert, Jr. 

51 E. 42nd Street 
New York, New York 
Murray Hill 2-5089 

SEATTLE, WASHINGTON 
L. Davies & Co. 

121 Boren Avenue North 
Seattle 9, Washington 
Main 3-1510 


PHILADELPHIA, PENNSYLVANIA 
Martin Stromberg 
905 Bellevue Court Bldg. 
1418 Walnut Street 
Philadelphia, Pennsylvania 
Pennypacker 5-3520 

SAINT LOUIS, MISSOURI 
Davis & O’Brien 
1889 Arcade Building 
St. Louis 1, Mo. 

Central 1-8224 

ST. PAUL, MINNESOTA 
Warren E. Johnson 
708 Sextant Avenue, W. 

St. Paul 17, Minnesota 
Ivanhoe 4-5531 

SAN FRANCISCO, CALIFORNIA 
Gardner Forster 
850 South Van Ness Avenue 
San Francisco, Calif. 

Atwater 8-3344 


TORONTO, CANADA 
Pat A. Benoliel 
518 Evans Avenue 
Toronto, Ontario 
Clifford 1-4681 

UPPER NEW YORK STATE 
Leon Berkowitz 
239 Tenafly Road 
Tenafly, New Jersey 
Lowell 7-4666 

WASHINGTON, D. C. 

H. M. Sweeny Co., Inc. 

517 Fourth Street, N. W. 
Washington, D. C. 

Executive 3-7818 

EXPORT 

LATIN AMERICA & WEST INDIES 
R. E. Azocar 
Calmaquip Co. 

71 West 23rd St. 

New York 10, New York 
Oregon 5-4478 


c 



EASTERN STEEL RACK CO. 

166 Pleasant Street 
Boston 25, Massachusetts 


Telephone TAlbot 5-4600 


^,onal association 







































Digitized by: 



INTERNATIONAL 


ASSOCIATION 

FOR 

PRESERVATION 

TECHNOLOGY, 

INTERNATIONAL 

www.apti.org 


BUILDING 

TECHNOLOGY 

HERITAGE 

LIBRARY 


https://archive.org/details/buildingtechnologvheritagelibrarv 

From the collection of: 


Carol J. Dyson, AIA 







